
EMAC Ltd. REK100/20 

REK 100/20 - I/O adapter CPX –> C3x 
The REK100/20 is the adapter, intended for connection I/O the original cables with the original connectors the 
old servo drivers 2nd generátion Compax (CPX) and the new servo driver 3rd generation Compax3 (C3x). Adapter 
is intended for servo driver with special expansion „C3x...M10“ and „C3x...M12“.  (where „x” represents different 
designs the servo drive Compax3 – S/H/M). 
 
Connection diagram 
 
 
 
 
 
 
 
 
 
 
 
 
 
          Picture No. 1 REK 100/20 
 
 
 
 
 
 
List of items and parameters REK 100/20 

Description 
Connector X8 M CPX 8xI / 8xO 
Connector X10 M CPX 8xI / 8xO 
Connector X17 F CPX 3x I / 2xAin 
Cable 2x 0,5m 
Connector X12 F C3x 8xI / 4xO 
Connector X22 F C3x 8xI / 4xO 
Case 106 x 55 x 32 mm 
Case DIN 104 x 54 x 32 mm 
Weight: 0,2 kg 
Power supply: from C3x 24VDC 

          Picture No. 2 REK 100/20-DIN 
Description 
On the side of the CPX are 19 digital inputs and 16 digital outputs. On the side of the C3x are 16 digital inputs and 8 
outputs. For this reason all I/O from a CPX on C3x cannot be connected. The analog inputs from a CPX X17 are not 
connected. The digital inputs from a CPX X10 are not connected. The digital outputs from a CPX X10 O9 ÷ O16 are not 
connected. The digital inputs from a CPX X17 are connected to C3x X12 I5 ÷ I7. Specifically assignment inputs and 
outputs is part of the supporting documentation REK 100/20. 
 
Price: 150,00 EUR 
Lead time: 2 weeks 
 
Contact 
EMAC s.r.o 
Soblahovska 2050  Tel: +421 32 3810 232 
911 01 Trencin  E-mail: info@emac.sk 
SLOVAKIA   Web: www.emac.sk 

Order code Description 
REK 100/20 Flying version 
REK 100/20-DIN The possibility of mounting on DIN rail 
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